#BE ¥Rty A B3 ORECO ENTERPRISE CO.,LTD.
7702-2.00mm PITCH CONNECTOR, TERMINAL

, , RN
Specification: HOUSING e da o
. Circuits: 6-32 Material: e f 469
. Voltage rating: 250V AC,.DC UL 94V-0 S, — e
. Current rating: 2A ACDC Nylon 66 g U U d
. Operating temp.: —25C~+85¢C N 1 ™
. Insulation resistance: 1000MQ/Min. j
. Contact resistance: 20MQ/Max. —
e o
Dimensions (mm) Dimensions (mm)
Circuits Part No. Circuits Part No.
A B A B
6 7702-H6 4.0 7.9 20 7702-H20 18.0 21.9
8 7702-H8 6.0 9.9 22 7702-H22 20.0 23.9
10 7702-H10 8.0 11.9 24 7702-H24 22.0 25.9
12 7702-H12 10.0 13.9 26 7702-H26 24.0 27.9
14 7702-H14 12.0 15.9 28 7702-H28 26.0 29.9
16 7702-H16 14.0 17.9 30 7702-H30 28.0 31.9
18 7702-H18 16.0 19.9 32 7702-H32 30.0 33.9
WAFER .
Straight Right Angle
| g | 1 | : ! 5
Y it A
] 1 W ] [] v 1 o
° L o i
co
JTT0D0T < JITO0TTIE L
-+
2 Ja.s 514k
T T7 CTTT T T ﬂ \ﬂ ﬂ ﬂ ﬂ ﬂ\ \ﬂ\ T
Pl = 2 L L S o
. -4 k2
A
Part No. Dimensions (mm) Part No. Dimensions (mm)
Circuits Circuits
Straight Right Angle A B Straight Right Angle A B
6 7702-PV6 7702-PR6 4.0 8.0 20 7702-PV20 7702-PR20 18.0 22.0
8 7702-PV8 7702-PR8 6.0 10.0 22 7702-PV22 7702-PR22 20.0 24.0
10 7702-PV10 7702-PR10 8.0 12.0 24 7702-PV24 7702-PR24 22.0 26.0
12 7702-PV12 7702-PR12 10.0 14.0 26 7702-PV26 7702-PR26 24.0 28.0
14 7702-PV14 7702-PR14 12.0 16.0 28 7702-PV28 7702-PR28 26.0 30.0
16 7702-PV16 7702-PR16 14.0 18.0 30 7702-PV30 7702-PR30 28.0 32.0
18 7702-PV18 7702-PR18 16.0 20.0 32 7702-PV32 7702-PR32 30.0 34.0
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TERMINAL 0.6 1.
Part No.: 7702-PS2
Applicable Wire | Material Finish Thickness Q'Ty/reel
22-28 AWG Phos.bronze Tin-plated 0.2mm 10,000pcs
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