
180° 90°

8 BHS-8P BHR-8P 17.76 7.62

10 BHS-10P BHR-10P 20.30 10.16

12 BHS-12P BHR-12P 22.84 12.70

14 BHS-14P BHR-14P 25.38 15.24

16 BHS-16P BHR-16P 27.92 17.78

20 BHS-20P BHR-20P 33.00 22.86

24 BHS-24P BHR-24P 38.08 27.94

26 BHS-26P BHR-26P 40.62 30.48

30 BHS-30P BHR-30P 45.70 35.56

34 BHS-34P BHR-34P 50.78 40.64

40 BHS-40P BHR-40P 58.40 48.26

44 BHS-44P BHR-44P 63.48 53.34

48 BHS-48P BHR-48P 68.56 58.42

Position A B
Part No.

48 BHS-48P BHR-48P 68.56 58.42

50 BHS-50P BHR-50P 71.10 60.96

60 BHS-60P BHR-60P 83.80 73.66

64 BHS-64P BHR-64P 88.88 78.74

( Unit: mm )

SPECIFICATIONS

Voltage Rating: 250V, AC/DC max.

Current Rating: 3A, AC/DC

Temperature Range: －40℃～＋105℃
Material:

Pins: 2.54mm / 0.64 sq.  Brass/Gold flash

Plastic: PBT ＋30％ glass fiber, UL94V-0

Unit mm Drawd By Part No. BHS-xxP ; BHR-xxP
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